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SVP - 1K

SVP - 3K

Nominal Glig
Rated Power

1000VA / 1000W

3000VA / 3000W

Sebeke Girisi / INPUT

Voltaj
Voltage

230VAC

Ayarlanabilir Voltaj
Selectable Voltage Range

170-280 VAC UPS MODU, 90-280VAC (KULLANICI MODU)
170-280 VAC (For Personal Computers), 90-280 VAC (For Home Appliances)

Frekans
Frequency Range

AC Cikis Voltaji (AkG Modu)

AC Voltage Regulation (Batt. Mode)

50/60 Hz (Otomatik Algilama) / (Auto Sensing)

230VAC £ %5

Cikig / OUTPUT

Demeraj Gucu
Surge Power

2000VA

6000VA

Gug Faktoru
Power Factor

Verimlilik
Efficiency

90%

93%

Gegis Zamani
Transfer Time

10 ms (UPS MODU) - 20 ms (KULLANICI MODU)
10 ms (For Personal Computers) - 20 ms (For Home Appliances)

Cikis Tipi
Waveform

Tam Sinus

Pure Sine Wave

Akii /| BATTERY

AkU Voltaji
Battery Voltage

12VDC

24 VDC

Float Sarj Voltaji
Floating Charge Voltage

13,5VDC

27 VDC

Asiri Sarj Koruma
Overcharge Protection

Sarj Tipi
Solar Charger Type

16 VDC

Solar Sarj - AC Sarj / SOLAR CHARGER - AC CHARGER

PWM

32VDC

Maksimum Panel Giris Gicu
Max. PV Array Power

600 W

1200 W

PWM Calisma Voltaj Araligi
PWM Range Operation Vol

16-22 VDC

32-44 VDC

Maksimum Panel Agik Devre Voltaji
Max. PV Array Open Circuit Voltage

40 VvDC

60 VDC

Maksimum Solar Sarj Akimi
Max. Solar Charge Current

50A

50A

Maksimum AC Sarj Akimi
Max. AC Charge Current

20A

25A

Maksimum Toplam Sarj Akimi
Max. Charging Current

50A

70A

Maksimum Verimlilik
Maxmum Efficiency

98%

Genel Ozellikler | GENERAL SPECIFICATIONS

Uriin Ebat (mm)
Product Dimension

355x250x122

363x297x107

Uriin Ambalaj Ebat (mm)
Packing Dimension

400x320x190

424x390x193

Agirlik
Net Weight / Gross Weight

4.9Kg /5.4 Kg

6.8Kg/7.8Kg

Calisma Sicakligi
Operating Temperature

0 ~+50 Ce

Nem
Operating Humidity

%5 - %95

mexxsun.com 3
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OFF-GRID MexX ‘“’

’N VER ' ER Nominal Gt 2000VA / 1600W 3000VA / 2700W

Rated Power

WWwWw.mexxsun.com Sebeke Girisi / INPUT

Voltaj

Voltage 230VAC

Ayarlanabilir Voltaj 170-280 VAC UPS MODU, 90-280VAC (KULLANICI MODU)
Selectable Voltage Range 170-280 VAC (For Personal Computers), 90-280 VAC (For Home Appliances)

Frekans

Frequency Range 50/60 Hz (Otomatik Algilama) / (Auto Sensing)

Cikis | OUTPUT

IR it AC Cikis Voltaj (Aku Modu) o
TAM SINUS AKILLI SERISI AC Voltage Regulation (Batt. Mode) 230vaCERs

Demeraj Gucd 2000VA 6000VA
Surge Power

PURE SINE WAVE SMART INVERTERS 12V / 24\/ Gug Fakiory

Power Factor e e

Verimlilik

0,
Efficiency s

Gegis Zamani 10 ms (UPS MODU) - 20 ms (KULLANICI MODU)
Transfer Time 10 ms (For Personal Computers) - 20 ms (For Home Appliances)

Cikis Tipi Tam SinUs
Waveform Pure Sine Wave

E=-SUn-2. 7IKW

Akii | BATTERY

AkU Voltaji
Battery Voltage

12 VDC 24VDC

/ ) Float Sarj Voltaji
'SAKO" Floating Charge Voltage L Zrvine

Asin Sarj Koruma

Overcharge Protection 16 VDC 32VDC

Solar $arj - AC Sarj/ SOLAR CHARGER - AC CHARGER

Sarj Tipi
Solar Charger Type Mebd

Maksimum Panel Giris Gucu

Max. PV Array Power A S

MPPT Calisma Voltaj Araligi

MPPT Range Operation Vol GoSoRR s s ViniE

Maksimum Panel A¢ik Devre Voltaji

Max. PV Array Open Circuit Voltage I Gl UIE

Maksimum Solar Sarj Akimi

Max. Solar Charge Current B08

Maksimum AC Sarj Akimi

Max. AC Charge Current b

Maksimum Verimlilik
Maxmum Efficiency

E=-SUn-1.6IKW

98%

Genel Ozellikler / GENERAL SPECIFICATIONS

Uriin Ebat (mm)
Product Dimension

350x270x98

Uriin Ambalaj Ebat (mm)

Packing Dimension 413x350x173

Agirhk

Net Weight / Gross Weight 4 Kg/5Kg 5Kg/5.8Kg

Calisma Sicakhgi

Operating Temperature -10 ~+50 C°

Turkiye Distributoru i

0, _0
® Operating Humidity %5 - %95

4 mexxsun.com 5
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TAM SINUS AKILLI SERISI

PURE SINE WA VE SMART INVERTERS 24\/

SUnEln-=-2. 4IKW

Suntin-e

MPPT SOLAR INVERTER

Turkiye Distributoru

®

~

Mmexx I
6AKO® MENERH LTD. STi.

SUNON-E 2.4kW

OO 6 & O

Nominal Gig

Rated Power 3000VA / 2400W
Sebeke Girisi / INPUT

Voltaj

Voltage 230VAC

Ayarlanabilir Voltaj
Selectable Voltage Range

Frekans . :
Frequency Range 50/60 Hz (Otomatik Algilama) / (Auto Sensing)

Cikis / OUTPUT

AC Cikis Voltaji (Aki Modu) o
AC Voltage Regulation (Batt. Mode) 2SOVESEReS

Demeraj Guct

170-280 VAC UPS MODU, 90-280VAC (KULLANICI MODU)
170-280 VAC (For Personal Computers), 90-280 VAC (For Home Appliances)

Surge Power CIRRLS
Gug Faktoru 08
Power Factor ’
Verimlilik o
Efficiency S
Gegis Zamani 10 ms (UPS MODU) - 20 ms (KULLANICI MODU)
Transfer Time 10 ms (For Personal Computers) - 20 ms (For Home Appliances)
Yuksuz Harcama 10A
Standby Consumption ’

Cikis Tipi Tam Sinus
Waveform Pure Sine Wave
Akii | BATTERY

Aku Voltaji

Battery Voltage 28CC
Aku Dusuk Voltaj Uyari

Low Battery Alarming Voltage 22 Bl
Aku Dusuk Sarj Kesme Voltaj

Low Battery Cut Off Voltage ZUNDE
Akl Dustuk Yeniden Baslama Voltaj 23VDC
Low Battery Reconnection Voltage

Float Sarj Voltaj

Floating Charge Voltage 2 e
Asiri Sarj Koruma 32 VDC

Overcharge Protection

Solar $arj - AC Sarj / SOLAR CHARGER - AC CHARGER

Sarj Tipi
Solar Charger Type SERY

Maksimum Panel Giris Gicu

Max. PV Array Power LY
MPPT Calisma Voltaj Araligi )

MPPT Range Operation Vol 13080 [
Maksimum Panel Agik Devre Voltaji

Max. PV Array Open Circuit Voltage 4SEEEE
Maksimum Solar Sarj Akimi S0A
Max. Solar Charge Current

Maksimum AC Sarj Akimi 60A
Max. AC Charge Current

Maksimum Toplam Sarj Akimi S0A
Max. Charging Current

Maksimum Verimlilik o
Maxmum Efficiency A
Genel Ozellikler / GENERAL SPECIFICATIONS

Urtin Ebat (mm)

Product Dimension SRaUbes
Uran AlnbalilELe i 413x350x173
Packing Dimension

Agrrlik 51Kg /58K
Net Weight / Gross Weight AU e
Calisma Sicakhgi o
Operating Temperature -10~+50C
Nem o o
Operating Humidity )= S
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24V [ 48V

PURE SINE WAVE SMART INVERTERS

SAKO.
SlUInEln) Fidc-S.5IKW

7
SAKO.

Turkiye Distributoru

Suger

PPT SOLAR INVERTER

®

@ @ 6,AKO® ENER]i LTD. STi.

SUNON PRO - 3.5kW

SUNON PRO - 5.5kW

Nominal Giig
Rated Power

Sebeke Girigi / INPUT

Voltaj

Voltage

Ayarlanabilir Voltaj
Selectable Voltage Range

Frekans . .
Frequency Range 50/60 Hz (Otomatik Algilama) / (Auto Sensing)

Cikis/ OUTPUT

AC Cikis Voltaji (Akt Modu) 0
AC Voltage Regulation (Batt. Mode) 230VA T

Demeraj Gicu
Surge Power
Gug Faktora
Power Factor
Verimlilik
Efficiency
Gecis Zamani 10 ms (UPS MODU) - 20 ms (KULLANICI MODU)
Transfer Time 10 ms (For Personal Computers) - 20 ms (For Home Appliances)

3500VA / 3500W 5500VA / 5500W

230VAC

170-280 VAC UPS MODU, 90-280VAC (KULLANICI MODU)
170-280 VAC (For Personal Computers), 90-280 VAC (For Home Appliances)

7000VA 11000VA

1,0

90%

Yiksliz Harcama
Standby Consumption
Cikis Tipi Tam Sinis
Waveform Pure Sine Wave
Akii /| BATTERY

AkU Voltaji

Battery Voltage

Ak Duslk Voltaj Uyarl

Low Battery Alarming Voltage

Aku Dusik Sarj Kesme Voltaj

Low Battery Cut Off Voltage

Akl Dastk Yeniden Baslama Voltaj
Low Battery Reconnection Voltage
Float Sarj Voltaj

Floating Charge Voltage

Asirt Sarj Koruma
Overcharge Protection 32VDC 64 VDC

Solar Sarj - AC Sarj/ SOLAR CHARGER - AC CHARGER

arj Tipi
Eol;r gharger Type M
Maksimum Panel Giris Gicu
Max. PV Array Power
MPPT Calisma Voltaj Aralig
MPPT Range Operation Vol
Maksimum Panel Ac¢ik Devre Voltaji
Max. PV Array Open Circuit Voltage
Maksimum Solar Sarj Akimi
Max. Solar Charge Current
Maksimum AC Sarj Akimi
Max. AC Charge Current
Maksimum Toplam Sarj Akimi
Max. Charging Current
Maksimum Verimlilik
Maxmum Efficiency

Genel Ozellikler /| GENERAL SPECIFICATIONS

Urtin Ebat (mm)

Product Dimension

Urtin Ambalaj Ebat (mm)
Packing Dimension

Agirlik

Net Weight/ Gross Weight
Calisma Sicakhigi
Operating Temperature
Nem

Operating Humidity

1,0A 1,1A

24 VDC 48 VDC

22VDC 44 VDC

21VDC 42 VDC

23VDC 46 VDC

27 VDC 54 VDC

5000 W 6000 W

140-450 VDC

500 VDC

100A

60A

100A

98%

481x313x117

543x394x204

9,8Kg/ 11,2 Kg 10,5 Kg /11,8 Kg

0 ~+50 C°

%5 - %95




QOO O 0 SAKO.

OFF-GRID i
1 I Me XX
SUNON IV - 3.6kW SUNON IV - 5.6kW
’ N VER ' ER Nominal Gug 3600VA / 3600W 5600VA / 5600W
Rated Power

ebeke Girigi / INPUT
WWWw.mexxsun.com e ore
Volta, 230VAC
Voltage
Ayarlanabilir Voltaj 170-280 VAC UPS MODU, 90-280VAC (KULLANICI MODU)
Selectable Voltage Range 170-280 VAC (For Personal Computers), 90-280 VAC (For Home Appliances)
Frekans

Frequency Range 50/60 Hz (Otomatik Algilama) / (Auto Sensing)

Gikis / OUTPUT

AC Cikis Voltaji (Aki Modu)

s e q~F AC Voltage Regulation (Batt. Mode) 230VACESES
TAM SiNUS AKILLI SERISi Semos Gict '
7200VA 11200VA

Surge Power
Gug Faktori

1,0
PURE SINE WAVE SMART INVERTERS 24V / 48V Power Factor
Verimlilik
. 90% ~ 93%
Efficiency
Gecis ZamanK 15 ms (UPS MODU) - 20 ms (KULLANICI MODU)
Transfer Time 12 ms (For Personal Computers) - 20 ms (For Home Appliances)

‘ YiUkslz Harcama 1,0A

Standby Consumption
Cikis Tipi Tam Sinus
Waveform Pure Sine Wave

gyﬁ@ﬁ ﬂ [‘7—5.5[“" Akii /| BATTERY

Akl Voltaji

Battery Voltage

Akt DUsuk Voltaj Uyari

Low Battery Alarming Voltage

Akl Dusuk Sarj Kesme Voltaj

Low Battery Cut Off Voltage

Akt DuUsuk Yeniden Baslama Voltaj
Low Battery Reconnection Voltage
Float Sarj Voltaji

Floating Charge Voltage

Asir Sarj Koruma

O?/erfhaige Protection SR Sl

Solar Sarj - AC Sarj/ SOLAR CHARGER - AC CHARGER

arj Tipi

ioljar CF,‘)harger Type il

Maksimum Panel Giris Gucu

Max. PV Array Power

MPPT Calisma Voltaj Araligi

MPPT Range Operation Vol

Maksimum Panel A¢ik Devre Voltaji
‘ Max. PV Array Open Circuit Voltage

EMW@W HW_E'EI(‘” 5 Maksimum Solar Sarj Akimi

Max. Solar Charge Current

Maksimum AC Sarj Akimi

Max. AC Charge Current

Maksimum Toplam $arj Akimi 120A

Max. Charging Current

Maksimum Verimlilik

Maxmum Efficiency

Genel Ozellikler | GENERAL SPECIFICATIONS
Uriin Ebat (mm)

24 VDC 48 VDC

22 VDC 44 VDC

21VDC 42 VDC

23VDC 46 VDC

27 VDC 54 VDC

4000 W 6000 W

150-450 VDC

500 VDC

120A

100A

0,98

115 x 300 x 400

o0 ° ° o so g oo oo Product Dimension
Turkiye Distributoru AgH
® Net Weight / Gross Weight 9.0Kg e
Calisma Sicakhgi -10 ~+50 c°

Operating Temperature

10 mexxsun.com 11
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SAKO.
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SUNON IV - 4.2Kw SUNON IV - 6.2Kw

Nominal Gug
Rated Power

Sebeke Girigi / INPUT

Voltaj
Voltage

Ayarlanabilir Voltaj
Selectable Voltage Range

Frekans . .
Frequency Range 50/60 Hz (Otomatik Algilama) / (Auto Sensing)

Gikis / OUTPUT

AC Cikis Voltaji (Akt Modu)

AC Voltage Regulation (Batt. Mode) 230VAC SRS
Demeraj Guci

Surge Power

Gug Faktori

Power Factor

Verimlilik

Efficiency

Gecis Zamani 15 ms (UPS MODU) - 20 ms (KULLANICI MODU)
Transfer Time 12 ms (For Personal Computers) - 20 ms (For Home Appliances)

4.2KW 6.2KW

230VAC

170-280 VAC UPS MODU, 90-280VAC (KULLANICI MODU)
170-280 VAC (For Personal Computers), 90-280 VAC (For Home Appliances)

8400VA 12400VA

1,0

> 93%

YiUkslz Harcama
Standby Consumption
Cikis Tipi Tam Sinus
Waveform Pure Sine Wave
Akl /| BATTERY

Akl Voltaji

Battery Voltage

Akt DUsuk Voltaj Uyari

Low Battery Alarming Voltage

Akl Dusuk Sarj Kesme Voltaj

Low Battery Cut Off Voltage

Akt DuUsuk Yeniden Baslama Voltaj
Low Battery Reconnection Voltage
Float Sarj Voltaji

Floating Charge Voltage

Asirt Sarj Koruma
Overcharge Protection 33 VDC 63 VDC

Solar Sarj - AC Sarj/ SOLAR CHARGER - AC CHARGER

arj Tipi
ioljar CF,‘)harger Type il
Maksimum Panel Giris Gucu
Max. PV Array Power
MPPT Calisma Voltaj Araligi
MPPT Range Operation Vol
Maksimum Panel A¢ik Devre Voltaji
Max. PV Array Open Circuit Voltage
Maksimum Panel Girig Akimi
Max. PV Array Current
Maksimum Solar Sarj Akimi
Max. Solar Charge Current
Maksimum AC Sarj Akimi
Max. AC Charge Current
Maksimum Toplam $arj Akimi 120A
Max. Charging Current
Maksimum Verimlilik
Maxmum Efficiency

Genel Ozellikler / GENERAL SPECIFICATIONS
Uriin / Paket Ebat (mm)
Product / Packing Dimension
Agirlik

Net Weight / Gross Weight
Calisma Sicakhgi

Operating Temperature

1,0A

24 VvDC 48 VDC

22 VvDC 44 VDC

21VDC 42 VDC

23VDC 46 VDC

31,5VDC 61VDC

5000 W 6000 W

60-450 VDC

500 VDC

27A

120A

100A

98%

356 x 471 x 149/ 535 x 425 x 224

13 Kg /14 Kg

0 ~+50 c®

mexxsun.com 13



SAKO el
OFF-GR’D m e x X 3 SUNON IV - 8kW SUNON IV - 11kVA

Nominal Gug
Rated Power gooow e

’N VERTER Sebeke Girigi / INPUT

Voltaj

WWwWw.mexxsun.com Voltage 2L
Ayarlanabilir Voltaj 170-280 VAC UPS MODU, 90-280VAC (KULLANICI MODU)
Selectable Voltage Range 170-280 VAC (For Personal Computers), 90-280 VAC (For Home Appliances)
Frekans

Frequency Range 50/60 Hz (Otomatik Algilama) / (Auto Sensing)

Cikis / OUTPUT

AC Cikis Voltaji (Akd Modu) +0
AC Voltage Regulation (Batt. Mode) 20VAC IS

s ee . e Demeraj Gucti
TAM SINUS AKILLI SERISI Surge Power e Zati
Gug Faktoru

1,0

Power Factor

Verimlilik
PURE SINE WAVE SMART INVERTERS 48V Effoiency > 93%

Gegis Zamani 15 ms (UPS MODU) - 20 ms (KULLANICI MODU)
Transfer Time 12 ms (For Personal Computers) - 20 ms (For Home Appliances)
Yukstz Harcama
Standby Consumption
Cikig Tipi Tam Sinus
Waveform Pure Sine Wave

Akii /| BATTERY

5@@@@ Z]W"'I‘VH Ak Voltaji

Battery Voltage

Akt Dusuk Voltaj Uyari

Low Battery Alarming Voltage

Akl Dustk Sarj Kesme Voltaj

Low Battery Cut Off Voltage

Akl Dusik Yeniden Baglama Voltaj
Low Battery Reconnection Voltage
Float Sarj Voltaji

Floating Charge Voltage

Asirn Sarj Koruma
Overcharge Protection 6

Solar Sarj - AC Sarj / SOLAR CHARGER - AC CHARGER

arj Tipi
golgr gharger Type i)
Maksimum Panel Giris Guci
Max. PV Array Power
MPPT Calisma Voltaj Araligi
MPPT Range Operation Vol
Maksimum Panel Agik Devre Voltaji
Max. PV Array Open Circuit Voltage
Maksimum Solar Sarj Akimi
Max. Solar Charge Current
Maksimum AC Sarj Akimi
Max. AC Charge Current
Maksimum Toplam Sarj Akimi
Max. Charging Current
Maksimum Verimlilik
Maxmum Efficiency

Genel Ozellikler | GENERAL SPECIFICATIONS

Uruin / Paket Ebat (mm)
Product / Packing Dimension

Agirlik

Tu rkiye Distribltora Net Weight e e 19,5 Kg

® Habers s e USB/RS232/RS485(BMS)/Local Wifi/Dry-Contact
Communication Interface

1,0A

48 VDC

44 VDC

42 VDC

46 VDC

54 VDC

4000 W+2 5500 W*2

90-450 VDC

500 VDC

120A 150A

SnEln -k

120A 150A

120A 150A

98%

232 x 510 x 232 700 x 560 x 240

Calisma Sicakligi

o
Operating Temperature -10 ~+50 C

14 mexxsun.com 15
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OFF-GRID Mme XX ]

’ N VER TE R MEX300TS MEX600TS MEX1000TS
Wwww.mexxsun.com S poner 300 W 600 W 1000W
/[:):;egwiir]cu 600 W 1200 W 2000W
DG Inpus Voltage C 12V DG 24V

AC Cikis Voltaji

220-240 VAC * %5
AC Output Voltage °

Yiiksiiz Harcama <0,32A <0,44A <0,6A

e e .. No Load Current Draws
TAM SINUS SERISI Frekans ——
Frequency )

Cikis Tipi Tam Sints (THD<%3)

Output Wavef Pure Sine Wave
PURE SINE WAVE INVERTER 12v [ 24v SE Port 1S Y.
USB Port -

Cikis Verimliligi

< %92
Output Efficiency N

DC Voltaj Araligi

9,8- 16,2 VDC = =
DC Voltage Range g b 9,8-16,2 VDC 20-31 VDC

Diisiik Voltaj Alarmi

10,5 VDC (0,2 ! +0, 2
Low Voltage Alarm ) 10,5VDC (+0,2) 21,5 VDC( 0,5)

Disiik Voltaj Kapatma

10vDC (+0,2 +0, +
Low Voltage Shutdown ( ) 10VDC (£ 0.2) 2050 BC GRS

L Yuksek Voltajiiigbatuis 16 VDC (£0,2) 16 VDC (¢ 0,2) 32 VDC( 0,5)

13 VDC (+0,5 +0, +
Low Voltage Restart (0> 13 VDC (£ 0,5) 26 VDC(+ 0,5)

Disik Voltaj Tekrar Calisma
DC-AC POWER INVERTER 2000W SURGE POWER

1000W 8 soow L

DC-AC POWER INVES 1200W SURGE POWER

Yiksek Voltaj Tekrar Calisma
3W Over Load Restart 15,5VDC (0,5) 15,5 VDC (+ 0,5) 31 VDC(# 0.5)

g?/g; ?’::;I)(tlalrka;crzlg?:tzlction 245 C° veya 260% c¢ikis gucu oldugunda fan calisir, 270 C° ¢ikis kapanir

uuuuuuuuuuuuuuuuu

Asin Yiik Korumasi

o & "
Over Load Protection %1001 261200 R

|

EERSUN — gl mEmsun. ¥

(€ ® @ =t i
e ® = . @EERSUN A Kisa Devre Korumasi

Ariza 15181 yanar, ¢ikis kapanir

Short Circuit Protection
=2-1000W-75 TE-600W-T75 Galisma Sicaklig %100 yilkte'-15~ +40 C°
5 . i %50 yiikte +60 C°
E-300W-75 Operating Temperavture 050 yukte
Depolama Sicakligi
-30+70 C
Storage Temperature
Garanti
Warranty 24 Ay | Months
Sogutma Fan Akilli Sogutma
ﬁ ﬁ’ E= Cooling High Speed Smart Cooling Fan
== & Sertifika
=———& / - CE_EMC , CE_LVD

\—/ —/ / Certificate - i

y E.bat . 130 x 150 x 55 mm 160 x 150 x 70 mm 280 x 150 x 70 mm
Dimensions

EVDE YATTA KARAVANDA Agiriik
. 1,3 kg 2,1 kg 2,7kg

Net Weight
Kollllg e 12 Adet / Pcs 6 Adet / Pcs 4 Adet/ Pcs
Pieces in Box

+ ’ alu aS LT 54 x 42 x 227 cm 42 x 34 x 47,5 cm 43,5 x 41,5 x 36 cm

J ‘/ Box Dimensions
Koli Agirhgi

' 7/ Box Weight 18,7 kg 15,0 kg 14,5 kg

EMNIYETLI VERIMLI AKILLI FAN ALUMINYUM KASA

16 mexxsun.com 17



OFF-GRID
INVERTER

MeXxX

www.mexxsun.com

TAM SiNUS SERISI

12v [ 24v

~PURE SINE WAVE INVERTER

3000W

DC-AC POWER INVERTER 6000W SURGE POWER

2000W

4000W SURGE POWER

1500W

3000W SURGE POWER

DC-AC POWER INVERTER

mexx S| [—

€® O SHBER

DC-AC POWER INVERTER

EESUN. o

mexx eyl | I

€ ® @ ~LHBER

mE2X-3000W-1T5
-2000LW-
S L wE2-1500W-7S

&

EVDE YATTA KARAVANDA
+ alu
0) & @
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MEX1500TS

MEX2000TS

MEX3000TS

Cikis Giicli
Continuous Power

1500W

2000w

3000W

Demeraj Giicii
Peak Power

3000W

4000W

6000W

DC Giris Voltaji
DC Input Voltage

DC 12V

DC 24V

DC 12V

DC 24

DC 12V

AC Cikis Voltaji
AC Output Voltage

220-240 VAC *= %5

Yiksiiz Harcama
No Load Current Draws

<0,8A

<0,5A

<0,9A

<0,78A

<1,3A

Frekans
Frequency

50 Hz+ 0,5

Cikis Tipi
Output Waveform

Tam Sinus (THD<%3)
Pure Sine Wave

USB Port
USB Port

5V -2.1A

Cikis Verimliligi
Output Efficiency

%88 ~ %92

%90 ~ %93

%88 ~ %93

%89 ~ %94

%89 ~ %93

DC Voltaj Araligi
DC Voltage Range

9,8-16,2 VDC

19.7-32.3 VDC

9,8-16,2 VDC

19.7-32.3 VDC

9,8-16,2 VDC

Distiik Voltaj Alarmi
Low Voltage Alarm

10,5 VDC (% 0,2)

21 VDC(+ 0,3)

10,5 VDC (# 0,2)

21 VDC(# 0,3)

10,5 VDC (+ 0,2)

Disiik Voltaj Kapatma
Low Voltage Shutdown

10 VDC ( 0,2)

20 VDC(# 0,3)

10 VDC (+ 0,2)

20 VDC(# 0,3)

10 VDC ( 0,2)

Yiksek Voltaj Kapatma
Over Load Shutdown

16 VDC (£ 0,2)

32 VDC(# 0,3)

16 VDC (+ 0,2)

32 VDC(# 0,3)

16 VDC (£ 0,2)

Diisiik Voltaj Tekrar Calisma
Low Voltage Restart

13 VDC (z 0,5)

26 VDC(# 0,3)

13 VDC (+ 0,5)

26 VDC(# 0,3)

13 VDC ( 0,5)

Yiksek Voltaj Tekrar Calisma
Over Load Restart

15,5 VDC (# 0,5)

30 VDC(+ 0,3)

15,5 VDC (# 0,5)

30 VDC(# 0,3)

15,5 VDC (+ 0,5)

Asir Sicaklik Korumasi
Over Temperature Protection

245 C° veya 260% cikis guct oldugunda fan calisir, 270 C° ¢ikis kapanir

Asir Yik Korumasi
Over Load Protection

%100 - %120 cikis yuk 10sn.

Kisa Devre Korumasi
Short Circuit Protection

Ariza 11§31 yanar, c¢ikis kapanir

Calisma Sicakhigi
Operating Temperature

%100 yukte'-15~ +40 C°
%350 yukte +60 C°

Depolama Sicakhgi

-30+70 C
Storage Temperature "
Garanti
Warranty 24 Ay | Months
Sogutma Fan Akilli Sogutma
Cooling High Speed Smart Cooling Fan
L CE_EMC , CE_LVD , IATF 16949:2016
Certificate - -
El?at . 250 x 220 x 85 mm 320 x 220 x 85 mm 380 x 220 x 113 mm
Dimensions
Agirlik
Net Weight 38kg 4.7 kg 7 kg
ALl T 2 Adet / Pcs 2 Adet/ Pcs 2 Adet / Pcs
Pieces in Box
i k] 40 x 30 x 35 cm 46,5x 30 x 35 cm 55,5 x 30 x 42 cm
Box Dimensions
Koli Agirhgi
Box Weight 8.8 kg 10,2 kg 15,4 kg
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MEX600TC MEX1000TC MEX1500TC
Cikis Guc 600 W 1000 W 1500 W
Continuous Power
Demeraj Gucd 1200 W 2000 W 3000 W
Peak Power

AC Cikis Voltaji
AC Output Voltage

220-240 VAC * %5

Frekans 50 Hz+05
Frequency
Cikis Tipi Tam Sintus (THD<%3)
Output Waveform Pure Sine Wave
USB Port
USB Port Vi
Cikis Verimliligi . %89 ~ %93
Output Efficiency %89 SEeeg ° °
DC Girig Voltaji
DC Input Voltage Ry 47
DC Voltaj Araligi
9,8-16,2 VDC
DC Voltage Range
DC Girig Akimi
DC Input Current Ea el L=t
Yiiksuiz Harcama
Self Consumption <032A <06A S
AC Girig Voltaj - Frekans 220V - 50Hz

Nominal V-f

AC Giris Voltaj Arahgi
AC Input Voltage Range

180V - 260V AC

ATS Transfer Siiresi

ATS Transfer Time S

gzgrgi:gncl)urrent . -
Dtk ol

Low Voltage Shatdown D

Over Load Shitdown i

R

Yiiksek Voltaj Tekrar Calisma 15,5 VDC (+ 0,5)

Over Load Restart

Asin Sicaklik Korumasi
Over Temperature Protection

245 C° veya 260% c¢ikis gucu oldugunda fan ¢alisir, 270 C° ¢ikis kapanir

Asin Yiik Korumasi
Over Load Protection

%100 - %120 ¢ikis yuk 10sn.

Kisa Devre Korumasi
Short Circuit Protection

Ariza 1s1§1 yanar, ¢ikis kapanir

Calisma Sicakligi
Operating Temperature

%100 yikte'-15~ +40 C°
%50 yukte +60 C°

Depolama Sicakhigi
Storage Temperature

-30+70C

Garanti

Warranty 24 Ay | Months

Sogutma Fan Akilli Sogutma

Cooling High Speed Smart Cooling Fan

Sert?f.ika CE_EMC (EN55032), CE_LVD (EN60950-1), IATF 16949:2016 (111458/A/0001/SM/En)
Certificate

Epat . 310 x 150 x 70 mm 350 x 150 x 70 mm 340 x 220 x 85 mm
Dimensions

Agirlik

Net Weight 3,3kg 3,8 kg 5,5 kg

Koll [l ideliline 4 Adet / Pcs 4 Adet / Pcs 2 Adet / Pcs

Pieces in Box

2GS 445 x 42 x 32 cm 48,5 x 42 x 32 cm 48,5 x 30 x 35 cm
Box Dimensions

Koli Agirhgi

Box Weight Y i s
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MEX2000TC MEX3000TC

Cikis Gicii
Continuous Power

2000 W 3000 W

Demeraj Giicii
Peak Power

4000 W 6000 W

AC Cikig Voltaji
AC Output Voltage

220-240 VAC *+ %5

Frekans
Frequency

50Hz+0,5

Cikig Tipi
Output Waveform

Tam Sinus (THD<%3)
Pure Sine Wave

USB Port
USB Port

5V -2,1A

Cikis Verimliligi
Output Efficiency

%89 ~ %93

DC Giris Voltaji
DC Input Voltage

DC 12V

DC Voltaj Arahg:
DC Voltage Range

9,8-16,2 VDC

DC Girig Akimi
DC Input Current

200A 300A

Yiiksluz Harcama
Self Consumption

<0,9A <1,3A

AC Girig Voltaj - Frekans
Nominal V-f

220V - 50Hz

AC Giris Voltaj Araligi
AC Input Voltage Range

180V - 260V AC

ATS Transfer Siiresi

ATS Transfer Time e
Sarj Akimi 20A
Charging Current

Diisiik Voltaj Alarmi

Low Voltage Alarm

10,5 VDC (£ 0,2)

Diisiik Voltaj Kapatma

Low Voltage Shutdown 1
Dver Load Shitdown 16 D
Low Voltage Restart D
Over Losd Rettort e

Asiri Sicaklik Korumasi
Over Temperature Protection

245 C° veya 260% cikis guci oldugunda fan calisir, 270 C° ¢ikis kapanir

Asiri Yiik Korumasi
Over Load Protection

%100 - %120 ¢ikis yuk 10sn.

Kisa Devre Korumasi
Short Circuit Protection

Ariza 13181 yanar, ¢ikis kapanir

Calisma Sicakhgi
Operating Temperature

%100 yukte'-15~ +40 C°
%50 yukte +60 C°

Depolama Sicakligi
Storage Temperature

-30+70C

Garanti
Warranty

24 Ay | Months

Sogutma
Cooling

Fan Akilli Sogutma
High Speed Smart Cooling Fan

Sertifika
Certificate

CE_EMC (EN55032), CE_LVD (EN60950-1), IATF 16949:2016 (111458/A/0001/SM/En)

Ebat
Dimensions

410 x 220 x 85 mm 460 x 220 x 113 mm

Agirhk
Net Weight

6,4 kg 8,4 kg

Koli igi Adet / Pcs
Pieces in Box

2 Adet / Pcs 1 Adet / Pcs

Koli Ebatlan
Box Dimensions

55,5x30x 35¢cm 63,5 x 30 x 22,5 cm

Koli Agirhik
Box Weight

14 kg 9,6 kg
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MODIFIYE SINUS SERISI
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MEX600MD MEX1200MD MEX200MD

Cikig Gucd 600 W 1200 W 2000 W

Continuous Power

Demeraj Gucd 1200 W 2400 W 4000 W

Peak Power

DC Girig Voltaji

DC Input Voltage DC 12V DC 12V DC 24V DC 12V DC 24V

AC Cikis Voltaji i +0

AC Output Voltage 202408 EE R

Yiuksiuz Harcama

No Load Current Draws A e et

Frekans 50 Hz + 0.5

Frequency R

Cikis Tipi ModifiyeSinis

Output Waveform Modified Sine Wave

USB Port

USB Port 5V Sle

Gikis Verimliligi DG 0 ©

Output Efficiency ToBlleiss

DC Voltaj Araligs 9,7-16,4 VDC 19,7-323VDC | 9,7-164VDC | 19,7-32,3 VDC

DC Voltage Range

Dusik Voltaj Alarmi
Low Voltage Alarm

10,5 VDC (2 0,2)

21 VDC (2 0,2)

10,5 VDC (£ 0,2) | 21 VDC (£ 0,2)

Disik Voltaj Kapatma

10 VDC (0,2 20VDC (£0,2) | 10VDC (0,2) | 20 VDC (£ 0,2
Low Voltage Shutdown (£02) (£0.2) (£02) (£02)
Yilksek Vollajliepams 16 VDC (£ 0,2) 32VDC (£0,2) | 16 VDC (£0,2) | 32 VDC (£ 0,2)
Over Load Shutdown

Digtk VoltajickraniGalsms 12,5 VDC (£ 0,5) 25VDC (£0,5) |12,5VDC (£0,5)| 25 VDC (£ 0,5)
Low Voltage Restart

Yilksek Voltajiickragfoligis 15,5 VDC (£ 0,5) 30 VDC (£ 0,5) | 15,5VDC (+0,5)| 30 VDC (£ 0,5)

Over Load Restart

Asiri Sicaklik Korumasi

Over Temperature Protection

245 C° veya 260% cikis gucu oldugunda fan calisir, 270 C° ¢ikis kapanir

Asir1 Yik Korumasi
Over Load Protection

%100 - %120 cikis yuk 10sn.

Kisa Devre Korumasi
Short Circuit Protection

Ariza 15181 yanar, ¢ikis kapanir

Calisma Sicakhgi
Operating Temperature

%100 yukte'-15~ +40 C°
%50 yukte +60 C°

Depolama Sicakligi
Storage Temperature

-30+70C

Garanti

24 Ay / Months

Warranty

Sogutma Fan Akillr Sogutma

Cooling High Speed Smart Cooling Fan

Sertifika

Cortificate CE_EMC, CE_LVD

El?at . 150 x 105 x 55 mm 210x 150 x 70 mm 290 x 220 x 90 mm
Dimensions

Agirhik

Net Weight 0,88 kg 2kg 4 kg

Kol s 16 Adet / Pcs 6 Adet / Pcs 2 Adet/ Pcs

Pieces in Box

Il e e 50 x 37,5 x 32 cm 42 x 34 x 47 5 cm 43x30,5 x 36 cm
Box Dimensions

Koli Agirhigi

Box Weight 19kg P e
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CHARGE

MexXX

PC18F - 60A PC18F - 80A PC18F - 100A

CONTROLER

Sistem Voltaji 12V / 24V / 48V (Otomatik Segim) - 36V (Ayarlanabilir)
System Voltage 12V / 24V / 48V (Auto Detection) - 36V (Setting)

Www.mexxsun.com Ak Voltajr 12V 24V 36V 48v

Battery Voltage

Maksimum Solar Girigi

: 100V 145V
Maximum Solar Input
MPPT Voltaj Aralig 15~95V 30~130V 45~130V 60~130V
PV Array MPPT Voltage Range

12Volt - 940W 12Volt - 1250W 12Volt - 1560W

Maksimum DC Giris Giicii
Max. DC Input Power

24Volt - 1880W
36Volt - 2820W
48Volt - 3760W

24Volt - 2500W
36Volt - 3750W
48Volt - 5000W

24Volt - 3120W
36Volt - 4680W
48Volt - 6250W

MPPT §ARJ REGULATOR SERISI Sarj Evresi Absorpsiyon (Yogun) Evresi Float (Yavas) Evresi
Charging Set Points Absorption Stage Float Stage
Sulu Akd 14,2V/28,4V/42,6V/56,8V 13,7V/27,4V/41,1V/54,8V
MPPT SOLAR CHARGE CONTROLLERS 12v/ 24v/[36V/[48V Plooded Battery
Kuru Akil - AGM 14,4V/28,8V/43,2V/57,6V 13,7V/27,4V/41,1V/54,8V
Sealed (Default)

Yiiksek Voltaj Koruma

) , 15,5V/30,0V/45,0V/60,0V
Over-Voltage Disconnection

14,5V/29,5V/44,5V/59,0V

10,0V/17,0V/25,5V/34,0V

@ Yeniden Baslama Voltaj
Maksimum Sarj Akimi

Over-Voltage Re-connection
®
mexx B[R “
; 60A 80A 100A
Max. Charging Current

Diisiik Voltaj Akii Koruma
®
mexxSg
- Fan

Solar Yiiksek Voltaj Koruma / Solar High Voltage Disconnect - Reconnect
Aku Yuksek Voltaj Koruma / Battery High Voltage Disconnect - Reconnect
Yuksek Sicaklik Koruma / High Temperture Disconnect - Reconnect

Koruma Ozellikleri
Protections

Low Voltage Disconnection
Cooling

Mexx i

il EERSUN

Uriin Olgiileri / Agirhk

Solar Charge Regulator Product Size / Weight 152x85x294mm / 3kg
M P P T Amoals 9I§ulerl /.Aglrhk 625x366x232mm / 14kg / 4 pcs.
Package Size / Weight

Solar Charge Regulator

Caligma Ortam Sicakligi

. -10~55°C
Operating Temperature

MPPT

Solar Charge Regulator

FEiE-60AR

[FEE-80R e g )

FEiE-100R

A) AUTOMATIC MODE

26 mexxsun.com 27
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MPPT SOLAR CHARGE CONTROLLERS
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MPPT SARJ REGULATOR SERISi

12v [ 24v

mlPJ-40R

J// SOLAR
CHARGE CONTROLLER
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MPJ SERISI
Maksimum Sarj Akimi 30A A0A
Max. Charge Current
Sistem Voltaji 12V / 24V (Otomatik Segim)
System Voltage 12V / 24V (Auto Detection)
Maksimum DC Giris Giicli 12Volt - 390W 12Volt - 520W
Max. DC Input Power 24\/olt - 780W 24Volt - 1040W

Maksimum Solar Girigi
Maximum Solar Input

100V

Ak Voltaj Araligi
Battery Voltage Range

8V ~ 32V

Akl Tipleri
Battery Types

Kullanici Tanimh, Sulu, AGM, Jel, LiFePo4, Lityum
User, Flooded, AGM, Gel, LiFePo4, Lithium

Sealed/AGM Gel Flooded
Yiiksek Voltaj Kf)ruma ' 16,0V / 32V
Over-Voltage Disconnection
Deng(.elen.Ie Voltaji 14 6V / 29,2V - 14,8V / 29,6V
Equalization Voltage
Absoption (Yogun) Sarj Voltaiji 14,4V / 28,8V 14,2V/ 28,4V 14,6V 27,2V
Absorption Voltage
Float Sar] (Yavasisar VST 13,8V / 27,6V 13,8V/ 27,6V 13,8V /27,6V
Float Charging Voltage
Diisiik Voltaj Yeniden B'aslatma 12,6V / 25,2V
Low Voltage Reconnection
Diisiik Voltaj Aku Koruma 10,8V / 21,6V
Low Voltage Disconnection
Oz Tiiketim | <50mA
Self Consumption
Caligma Ortam Sicakhig 20 ~55 °C
Operating Temperature
Koruma sinifi P30

Protection Category

Uriin Olgiileri / Agirlik
Product Size / Weight

215x 145 x75 mm / 1,57kg

mexxsun.com 29
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PWM SOLAR CHARGE CONTROLLERS

FETr-10

30

MeXxX
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PWM SARJ REGULATOR SERISI

12v [ 24v

=30

USB5V2A

EEBSUN’

E AW

o X

A) AUTOMATIC MODE
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AT10 PWM SARJ REGULATORLERI

Sistem Voltaji
System Voltage

12V / 24V Otomatik / Automatic Selection

Sarj Akimi

10A
Charge Current
Dfesarj Akimi 10A
Discharge Current
Makjﬂmum Solar Girisi <50V
Maximum Solar Input

b04 b05
b06 Li-I b07 Li-l
Akii Tipleri bOlKuru | bO2Jel(Gel) | b03Sulu | LiFePo4 | LiFePo4 Akli] . Akli] .
Battery Types (Sealed) Aku Aku (Flood) Aku Ak Aku 3x3.2V) | (4x3.2V)
(4x3.2V) | (5x3.2V) ’ '

Dengeleme Voltaji
Equalization Voltage

14,4V / 28,8V | 14,2V / 28,4V | 14,6V / 29,2V

Float Sarj (Yavas Sarj) Voltaji
Float Charge

13,7V / 27,4V (Default, ayarlanabilir)
(Default, adjustable)

Desarj Durma Voltaji
Discharge Stop

10,7V / 21,4V (Default, ayarlanabilir)
(Default, adjustable)

Yeniden Sarj Baslama Voltaji
Discharge Reconnect

12,6V / 25,2V (Default, ayarlanabilir)
(Default, adjustable)

Daimi Sarj Voltaji
Constant Charging Voltage

(3,6V/7,2V)x4/5 | (4,2V/8,4V)x3/4

Kurtarma $arj Voltaji
Recovery Charge Voltage

(3,4V/6,8V)x4/5 | (4,0V/8,0V)x3/4

Diisiik Voltaj Koruma Noktasi
Low Voltage Protection

(2,6V/52V)x4/5 | (3,1V/6,2V)x3/4

Diisiik Voltaj Yeniden Baglama Voltaj

Low Voltage Recovery

(2,9V/5,8V)x4/5 | (3,7V/7,4V)x3/4

(b04 ~ b07 tipler i¢in parametreler ayarlanamaz) (b04 ~ b07 Parameters can not be set)

USB Cikig 5V /2A
USB Output

Oz Tiiketim <10mA
Self Consumption

Caligma Ortam Sicakhig: .35~ +60 °C

Operating Temperature

Boyutlar / Agirlik

133x70x34mm/154¢g

Size / Weight

CM30 PWM SARJ REGULATORLERI
Sistemiyotelt 12V / 24V Otomatik
System Voltage
Sarj Akimi 30A
Charge Current
Dfasarj Akimi 30A
Discharge Current
Mak"5|mum Solar Girisi <50V
Maximum Solar Input
Float Sarj (Yavas Sarj) Voltaji 13,7V / 27,4V
Float Charge
Dt'asarj Durma Voltaji 10,7V / 21,4V
Discharge Stop
Y?nlden Sarj Baslama Voltaji 12,6V 25,2V
Discharge Reconnect
USB Cikis 2 x5V / 2A
USB Output
Oz Tiiketim - <30mA
Self Consumption
Calisma Ortam Sicakligi 20 ~ +60 °C

Operating Temperature

Boyutlar / Agirlik
Size / Weight

90 x 188 x 48 mm /360 g

Sarj Modu
Charging Mode

PWM

Onerilen Kablo Kesiti

Installation Cable Size

27# AWG (£16mm?)

mexxsun.com 31




SATTERY
CHARGER

AC-DC SATTERY CHARGER

ElE=-CE-264V 20R

AC-DC BATTERY CHARGER
LiFePO4 / Flooded / Calcium / AGM / SLA / GEL

AUTOMATIC 3 STAGE CHARGING

EERSUMN

AC-DC BATTERY CHARGER
— LiFePO4 / Flooded / Calcium / AGM / SLA / GEL

= 404 12V
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AC-DC AKU SARJ SERISI

12v/24v/[48v

FElE=pE-48V 20R

AAUTOMATIC 3 STAGE CHARGING

= @EERSUM Frar—

AC-DC BATTERY CHARGER
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12V 20A 12V 40A 24V 20A 48V 20A
GS12208B GS12408B GS24208B GS4820B

Giris Voltaji / ]

Input Voltage AC 220V (180V-260V)

Cikis Voltaji /

Output Voltage DC 12V DC 24V DC 48V

Maks. Sarj Akimi /

Max Charging Current 20A 40A 20A

Cikis Frekans / .

Output Frequency

Sarj Yontemi /
Charging Way

Otomatik 3 Kademeli Sarj / Automatic 3 Stage Charging
Stage 1: Bulk Charge; Stage 2:Absorption Charge; Stage 3: Float Charge

Float Sarj Voltaji / 13.8V
Float Charge Voltage - 27,6V 55,2V

. . . 14.2V(G); 28,4V (G); 56,8V (G);
Absorb_S|yon Sarj Voltaji / 14.4V((S))' et ((S)) iyl ((S))
Absorption Charge Voltage 14.6V(FIL) L su v

Verimlilik /
Efficiency

>88%

Koruma Ozellikleri /
Protection Function

Cikis Kisa Devre, Yuksek Sicaklik, Yuksek Voltaj, Asiri Yuk, Yuksek Akim
Output Short Circuit, Over Temperature, Over Voltage, Over Load, Over Current

Sarj Durum Goéstergesi /
LED indicator

Sarj Durumunu Gosteren 4 LED

4 LED indicators for different charge status

Akii Tipi Se¢imi /
Battery type selection

AKU Tipini Gésteren 5 LED

5 LED Indicators For Different Battery Types

Dusiik Voltaj Uyandirma Fonksiyonu /
Low Voltage Wake Up Function

<5V

<10V <20V

Uriin Olgiileri (cm) /
Product Dimension

18x15x7

26 X 15x7 25x22x8,5

Uriin Net Agirhk /
Product Net Weight

1,7 kg

2,2kg 4kg

Sertifikasyon /
Certification

CE-EMC/LVD, RoHS

Karton Uriin Adeti /
Packing

4 Ad/Karton

2 Ad/Karton

Karton Olgiileri (cm) /
Carton Dimension

43,5x31x32

43,5x39x 32 43 x 30,5 x 36

Karton Agirlik /
Carton Weight

9.2 kg

12,3 kg 10 kg
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LITHIUM MEe XX ) 1280 Wh 2560 Wh

SATTERY

Nominal Voltaj 12

Nominal Voltage 8V 25,6V

Www.mexxsun.com Kapasite 100Ah (1280Wh) 200Ah (2560Wh) 100Ah (2560Wh)

Rated Capacity

Kutu Malzemesi - Hiicre Tipi ABS - Prizmatik LiFePo4
Case Material - Cell Type ABS - Prismatic LiFePo4
Onerilen Sarj Akimi o
Recommended Charge Current

Maksimum Sarj Akimi 100A

Max.Charge Current

Maksimum Desarj Akimi 100A 200A 100A
LiTYUM AKl’J SER'S' Max.Discharge Current
Onerilen Sarj Voltaji

Recommended Charge Voltage Ly 27,2V ~ 27,6V

LITHIUM SATTERIES 12.8V/25.6V ppam 14,6V 29,2

Maximum Charge Voltage

Desarj Koruma Nominal Voltaji

Discharge Cut-Off Rated Voltage 129 224V
Akii I¢ Direnci _
&/JF@ZE@M-ES.EV 1ﬂﬂHH Internal Resistance (IR) <=15mQ <=10mQ
. — - ; Cevrim Omrii o
Cycle Life 4000 (1C/1C), %80 DOD
Ebatlar - Agirhik 330 x 171 x 220 mm 522 x 238 x 223 mm 522 x 238 x 223 mm
Size - Weight 11,0 kg 19,5 kg 21,5 kg
Kutup Basi Olgiisii
) M8
Terminal Type
IP Derecesi
IP Grade Lcs
i¢ Tiiketim e
Self Discharge S A e )
Kisa Devre Korumasi
Short Circuit Protection 20025081EC
Discharge Performance at 25°C Charge and Discharge at 25°C,0.5C
145 145
0.2C Charge
0.5C
135 135
1.0C
s y = I
T, 125 —— % 125
| =
1.2 . 115
1 | Discharge
105 105
0 20 40 60 80 100 120 0 20 40 60 80 100 120
Capacity(%) Capacity(%)
T B . ) fae Cycle Life with DOD at 25°C
emperature Etfects on Capacity at 0. 1€ Dischar el I
110 110
100 100 %
= = 9
= = N ——
IS| IVoltqj I Kq pasite é . 'g_ 80 100%DOD 8p%DOD 50%DOD 30%DOD 20%DOD
. see © © 70
Led Panel lie Dijital Kontrol . .
60 50
-30 -20 -10 0 10 20®30 40 50 60 70 0 2000 4000 6000 8000 10000 12000 14000 16000
Temperature(°C) Number of Cycle (Cycles)
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LITHIUM
SATTERY

LITHIUM SATTERIES

LIFFERER-51.28V 200RAH

SAKO

LiFePO4-Lithium Battery

MexXX
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LITYUM AKU SERISI

25.6V/[51.2V

@

SA

R
LiFePO4-Lithium Battery

.........

®
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[LIFFRE-25.6V 200AH

Turkiye Distributoru

&

@ e

SAKO.

YENILENEBILiR ENERJi LTD. STi.

Li-Pack Li-Pack
25.6V 200Ah 51.2V 200Ah

Nominal Voltaj
Nominal Voltage 22l 2
Kapasite (Ah)
Capacity (Ah) 200Ah 200Ah
Kapasite (Wh)
Capacity (Wh) 5120 Wh 10240 Wh
Float (Yiizdiirme) Sarj Voltaj
Float Charge Voltage 28.0V et
Gahsma Voltaj Araligy 22.4V - 29.2V 44.8V - 58.4V

Operation Voltage Range

Maks. Daimi Desarj Akim
Max. Continuous Discharge Current

100A

Maks. Anlik Desarj Akimi
Max. Pulse Discharge Current

150A - 1 sn / sec.

Maks. Daimi Sarj Akim
Max. Continuous Charge Current

100A

Cevrim Omrii

>6000 Cycles

Cycle Life (25°C, 0.5C, %80 DOD, %60 EOL)
Koruma Asin Sarj / Desarj, Asin Akim, Kisa Devre, Yiiksek Sicaklik
Protection (Over Charge, Over Discharge, Over Current, Short Circuit, Over Temperature)

Calisma Sicaklik Aralig
Operating Temperature Range

-10°C ~ 50°C

Uriin Olgiileri (mm)
Product Size

568x734x188

1000x734x188

Paket Ambalaj Olciileri (mm)
Packing Size

620x782x240

1076x784x250

Agirhik (Net / Gross)
Weight

52kg / 58kg

102,2kg / 117,2kg

Hiicre Tipi
Cell Type

LiFePO4

Sertifikasyon Standartlan
Certification Standarts

UN38.3 / MSDS

IP koruma sinifi
IP Protection Degree

IP 20

5’AKO® |© Gogg&jg rowa.[[ ".'..:;\;:Ikmni(r’owm

Smart BMS supports Communication with different brand of hybrid inverter

viernener| S @ FAR | Deye w¢° | B | LUCIPOWER™ | vt
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LITYUM AKU SERISI

LITHIUM SATTERIES 51.2V

LI=FElER-51.28V 138RAH

J‘i,/ // _4

Turkiye Distributoru

®
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Li-Power

51.2V 138Ah
Nominal Voltaj
Nominal Voltage Sz
Kapasite (Ah)
Capacity (Ah) 1388
Kapasite (Wh)
Capacity (Wh) s 11
Float (Yiizdiirme) Sarj Voltaj 56.0V
Float Charge Voltage ’
Calisma Voltaj Aralhig i
Operation Voltage Range 48Rl
Maks. Daimi Desarj Akim 150A

Max. Continuous Discharge Current

Maks. Anlik Desarj Akimi
Max. Pulse Discharge Current

150A - 1 sn / sec.

Maks. Daimi Sarj Akimi
Max. Continuous Charge Current

69A

Cevrim Omrii

>8000 Cycles

Cycle Life (25°C, 0.2C, %100 DOD)
Koruma Asin Sarj / Desarj, Asiri Akim, Kisa Devre, Yiiksek Sicaklik
Protection (Over Charge, Over Discharge, Over Current, Short Circuit, Over Temperature)

Calisma Sicaklik Arahg
Operating Temperature Range

-10°C ~ 50°C -Desarj / 0°C ~ 50°C -Sarj

Uriin Olgiileri (mm)

Product Size 1135x679x110
Paket Ambalaj Olgiileri (mm) o
Packing Size

Agirhk (Net / Gross)

Weight 56kg / 58kg
Hiicre Tipi ]

Cell Type LiFePO4

Sertifikasyon Standartlar
Certification Standarts

UN38.3 / MSDS / CE

IP koruma sinifi
IP Protection Degree

IP 20

Haberlesme
Communication Port

CAN/RS485/Wifi/Bluetooth, Smart BMS

SAKO.

Smart BMS supports Communication with different brand of hybrid inverter

mexxsun.com

@ coooue | Girowat| s viernenesy| S @ FAR | Deye 24° | B3 | LUCIPOWER™ | vt
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GEI © Nominal Voltaj =
I I I e X X Nominal Voltage
Kapasite
SBATTERY
Uriin Olgiileri (mm) 329x172x214
Product Size (LxWxH) Toplam Uzunluk / Total height:243 g
Agirhk
WWWwW.mexxsun.com Vﬁ;’;’t Approx. 29.50 kg + 3% g
-
Kapasite @25°C 10 Hour (15A,10.8V) 5 Hour (26.6A,10.5V) 3 Hour (22.6A,10.2V) 1 Hour (82.5A,9.6V) N
Capacity @25°C 100Ah 85Ah 75Ah 55Ah N
ic Direng i o
Internal Resistance Fully charged at 25°C, approx. 4.2mQ o
Maks. Desarj Akimi =
Max. Discharge current 1000ACSEE) N
Sicaklik Etkisiyle Kapasite 40°C (104°F ) 25°C (77°F) 0°C (32°F) -15°C (5°F) <
Capacity Affected by Temp. !
0 e . (20Hr) 112% 100% 80% 68% 8
JEL AKU SERISI [ . 3 Ay Sonra 6 Ay Sonra 12 Ay Sonra o
Ig Tiiketim Etkisi >
Self Discharge Rate After 3 months Storage After 6 months Storage After 12 months Storage =
@25°C (77°F) 91% 82% 64% =
DEEP CYCLE GE‘- BA TTER’ES ] 2V Cevrim Kullanimi Yuzdurme Sarji
Sarj Metodu Cycle Use Float Charging
Charge Method 14.1-14.4V @25°C (77°F) o o
(ilk akim 30A altinda - Initial current less than 30A) 13.5-13.8v@25°C (77°F)
Nominal Voltaj
GEL-12V 200AH Nominal Votage i
Kapasite
- T Rated Capacity (10Hr rate) L
- Uriin Olgiileri (mm) 484x171x241
Product Size (LxWxH) Toplam Uzunluk / Total height:241 g
pv‘j’;lgz(t Approx. 42.50 kg + 3% g
-
Kapasite @25°C 10 Hour (15A,10.8V) 5 Hour (26.6A,10.5V) 3 Hour (22.6A,10.2V) 1 Hour (82.5A,9.6V) N
Capacity @25°C 150Ah 128Ah 113Ah 82.5Ah A
i¢ Direng . a1
Internal Resistance Fully charged at 25°C, approx. 3.5mQ o
Maks. Desarj Akimi =
Max. Discharge current L e N
Sicaklik Etkisiyle Kapasite 40°C (104°F) 25°C (77°F) 0°C (32°F ) -15°C (5°F) <
GEL-12V 1S0AH Capaciy Afocted by Tomp :
(20Hr) 102% 100% 85% 65% a
’ I sl 3 Ay Sonra 6 Ay Sonra 12 Ay Sonra o
ls Tuk.e tim B After 3 months Storage After 6 months Storage After 12 months Storage >
Self Discharge Rate =
@25°C (77°F) 91% 82% 64% =~
Cevrim Kullanimi Yuzdurme Sarji
Sarj Metodu Cycle Use Float Charging
Charge Method 14.1-14.4V @25°C (77°F) i .
(Ilk akim 55A altinda - Initial current less than 55A) LB e
Nominal Voltaj
Nominal Voltage =
Kapasite
EEL-12V 100AH Raled Capaciy (104 ate) i
Uriin Olgiileri (mm) 522x240x220
Product Size (LxWxH) Toplam Uzunluk / Total height:244 g
Agirhk m
Weight Approx. 59.60 kg + 3% ¢
Gt *x N Kapasite @25°C 10 Hour (20A,10.8V) 5 Hour (34A,10.5V) 3 Hour (50A,10.2V) 1 Hour (110A,9.6V) N
RSN Capacity @25°C 200Ah 170Ah 150Ah 110Ah o
E : B i¢ Direng i 8
Q
\u‘“"‘ I/g, I S B, Fully charged at 25°C, approx. 2.5mQ o
Maks. Degarj Akimi =
Max. Discharge current 20008 (CEEs) N
Sicaklik Etkisiyle Kapasite 40°C (104°F ) 25°C (77°F) 0°C (32°F ) -15°C (5°F ) <
Capacity Affected by Temp. !
(20Hr) 112% 100% 80% 68% 8
P . 3 Ay Sonra 6 Ay Sonra 12 Ay Sonra o
.o .o .o Ig Tuiketim Etkisi >
Da h q Uz u n Yq §q m Do n g u s u Self Discharge Rate After 3 months Storage After 6 months Storage After 12 months Storage =5
@25°C (77°F) 91% 82% 64% =~
Cevrim Kullanimi Yuzdurme Sarji
Sarj Metodu Cycle Use Float Charging
Charge Method 14.1-14.4V @25°C (77°F) o o
(iIk akim 73A altinda - Initial current less than 73A) essrleglipaere )
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SUSMERSISLE
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DC POMPA SERISI

DC SUBMERSISLE PUMPS 48V-110V

BIE [FUlP
1 Hr 750W

= =2
11 1.6 Hr 1300W
S */ _
iz =2 T
0.8 Hr 600W ] .
-~ l‘ !;
! Q*_:/ @:L |

S B
BI=' [Pl
1.5 Hr Noow 1)
= =
]
BIE" [Pl
2 Hr 1500W
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DC-PUMP 0.8 Hp 600W

Tip MOTOR GUCU | VOLTAJ S
motor power | vortace | PEMMUK(M) 1o 55 | 47 | 40 | 35 | 21 | 6
TYPE W H v Head (m)
455600-48N :
3 3
ot 600 08 | Dcas mEie 0lo05| 1 |1,2]15| 2 |25
Screw Type m3/h
2 x 450W Panel ile paralel baglanti yapilmalidir. Outlet: G1%4"
DC-PUMP 1 Hp 750W
Tip MOTOR GUCU VOLTAJ Derinlik (m)
MOTOR POWER
TYPE VOLTAGE Head (m) 60 | 50 | 40 | 30 | 20 | 10 1
4RDC6-56-48-750 il Hp i
Kademeli (4 kademe) mé/sa
Multi-stage impeller 750 1 DC48 m3/h 0 [1,5|2,6]|3,7]|47]|55]| 6
(4 stage)
2 x 540W Panel ile seri baglanti yapilmalidir. Outlet: G17%4"
DC-PUMP 1.5 Hp 1100W
. MOTOR GUCU VOLTAJ -
i motor power | vortace | DMK (M) 1 gn 1 29 | 60 | 40 | 20 | 10 | 1
TYPE = = = Head (m)
4RDC6-84-72-1100 P
Kademeli (6 kademe) m/sa
Multi-stage impeller 1100 1,5 DC72 3/h 0 1 2,6 4 5 57| 6
(6 stage) m
3 x 540W Panel ile seri baglant1 yapilmalidir. Outlet: G17%4"
DC-PUMP 1.6 Hp 1300W
Tip MOTOR GUCU | VOLTAJ Derinlik
MoTor Power | vorace | PEMNUK(M) 1 o6t 142 [ 100| 80 | 60 | 40 | 1
TYPE Head (m)
4RDC6-112-110-1300 kil Hp v
Kademeli (8 kademe) me/sa
Multi-stage impeller 1300 1,6 DC110 3/h 0 1 1,31 2,7 3,7 46| 6
(8 stage) m
3 x 540W Panel ile seri baglant1 yapilmalidir. Outlet: G1%4"
DC-PUMP 2 Hp 1500W
Tip MOTOR GUCU VOLTAJ S ()
MOTOR POWER
e o - VOLzAGE Head (m) 120 109 | 97 | 84 | 62 | 34 | 1
45W209-1.5/110 3
Kademeli (9 kademe) m/sa
Multi-stage impeller 1500 2 DC110 3/h 0 1 2 3 4 5 | 5,8
(9 stage) m
6 x 450W Panel ile 3 seri 2 paralel baglant1 yapilmaldir. Outlet: G1%4"
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KONNEKTOR SERISI

CONNECTORS

hh

KEnEK rEld-a i 1

2

KelEKreli-SET

KEEK rEld-3 I 1
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SOLAR KONNEKTOR SET
Anma Akimi 30A / 50A Yalitim Malzemesi

Rated Current

Insulation Material

PC / PPO

Anma Gerilimi
Rated Voltage

1000V DC (IEC) / 1500V DC (IEC)

Konektor Kilitleme Sistemi
Locking System Plug Connectors

Snap-in (only MC4)

Ortam Sicaklik Aralig
Ambient Temperature Range

-40°C...+90°C (IEC)
-40°C...+40°C (UL)

Yanma Sinifi
Flame Class

UL94-HB / UL94-VO

Montajh P67 Gilivenlik Simfi "
Koruma Diizeyi Mated Safety Class
Degree of Protection i 5 : )
Montajsiz IP2X Baglanti Sistemi MC Multilam
Unmated Contact System
Konektor Fis Temas Direnci 0.5mQ Terminal Baglantis Sikma
Contact Resistance of Plug Connectors ’ Type of termination Crimpen Crimping

iletim Eleman1 Malzemesi
Contact Material

Kalay kaplanmis bakir
Copper, tin plated

Kablo Olciileri
Cable Size

2.5mm?, 4mm?, 6mm?

Yerlestirme /Cekme Kuvveti
Insertion Force /With Draw Force

<50N/>50N

SOLAR KONNEKTOR 2 in 1 PARALEL

Anma Akim
Rated Current

30A

Yalitim Malzemesi
Insulation Material

PPO

Anma Gerilimi
Rated Voltage

1500V DC (IEC)
600V DC (UL)

Konektor Kilitleme Sistemi
Locking System Plug Connectors

Snap-in (only MC4)

Ortam Sicaklik Araligr
Ambient Temperature Range

-40°C...+90°C (IEC)
-40°C...+40°C (UL)

Yanma Sinifi
Flame Class

UL94-HB / UL94-VO

Montajh P67 Glivenlik Sinifi "
Koruma Diizeyi Mated Safety Class
Degree of Protection Montajsiz |, Baglanti Sistemi MC Multilam
Unmated Contact System
Konektor Fis Temas Direnci 0.5mQ Terminal Baglantisi Sitkma
Contact Resistance of Plug Connectors ’ Type of termination Crimpen Crimping

iletim Eleman1 Malzemesi
Contact Material

Kalay kaplanmis bakir
Copper, tin plated

Kablo Olciileri
Cable Size

2.5mm?, 4mm?, 6mm?

Yerlestirme /Cekme Kuvveti
Insertion Force /With Draw Force

<50N/>50N

SOLAR KONNEKTOR 3 in 1 KABLOLU PARALEL

Anma Akimi
Rated Current

30A

Yalitim Malzemesi
Insulation Material

TPE/PPO

Anma Gerilimi
Rated Voltage

1500V DC (IEC)
600V DC (UL)

Konektor Kilitleme Sistemi
Locking System Plug Connectors

Snap-in (only MC4)

Ortam Sicaklik Aralig
Ambient Temperature Range

-40°C...+90°C (IEC)
-40°C...+40°C (UL)

Yanma Sinifi
Flame Class

UL94-HB / UL94-VO

Montajh P67 Giivenlik Sinmfi I
Koruma Diizeyi Mated Safety Class
DegreelalRiuietny Montajsiz | ooy Baglanti Sistemi MC Multilam
Unmated Contact System
Konektor Fis Temas Direnci 0.5m0 Terminal Baglantisi Sikma
. 5 g . N
Contact Resistance of Plug Connectors Type of termination Crimpen Crimping
iletim Eleman1 Malzemesi Kalay kaplanmis bakir Kablo Olgiileri Amm?
Contact Material Copper, tin plated Cable Size
Yerlestirme /Cekme Kuvveti Kablo Boyu
Insertion Force /With Draw Force <SeR/>208 Cable Lenght Sl
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